
DIVISION 8 
DOORS AND WINDOWS 
 
08600 WINDOWS 
 
Part 1 – General 
 
1.1 WORK 
 
A. Provide windows where indicated on the Scope and as specified herein. 
B. When work involves removal or disturbance of painted or otherwise coated surfaces work shall comply with 

Section 01810 Lead Dust Hazards. 
C. Window types shall be per the Scope.  
D. Replacement windows shall be sized to fit existing openings. 
E. New windows shall be sized per the Scope and as specified herein. 
 
1.2 QUALITY STANDARDS 
 
A. Provide experienced, well trained workers competent to complete the work as specified. 
B. Provide a certified lead abatement supervisor and certified lead abatement workers to perform window 

demolition and removal including clean-up and debris removal per Section 01800 Lead Dust Hazards. 
C. Unless approved by the Inspector, provide all related products and accessories from one manufacturer. 
 
1.3 SUBMITTALS 
 
A. Contractor shall obtain a Lead Abatement Permit from the Milwaukee Health Department at least two (2) 

business days prior to starting any lead abatement work. 
B. Contractor shall provide Owner and (if applicable) tenant a minimum of two (2) days advance notice prior 

to starting any lead abatement work. 
C. Contractor shall post the permit, hazard warning sign, occupant protection plan, and MHD checklist in a 

visible location at or near the job site entrance door. 
D. Contractor shall submit a list of materials to be provided for this work. 

• Submit manufacturer’s installation instructions. 
• If necessary, submit manufacturer’s data required to prove compliance with these specifications. 

E. Submit to Agency an approved and signed Owner’s Selection Sheet (Appendix A).  
 
1.4 MATERIALS HANDLING 
 
A. Provide all materials required to complete the work. 

• Deliver and transport materials to avoid damage to the product or to any other work. 
• Return any products or materials delivered in a damaged or unsatisfactory condition. 
• Materials and products delivered will be certified by the manufacturer to be as specified. 

B. Delivery: 
• Packaging must be sealed with clear manufacturer and identification markings. 
• Lift and carry windows when moving them, do not drag into position. 

C. Storage: 
• Store consistently vertical or flat. 
• Support off floor with 2x boards spaced at 12” centers 
• Protect from weather or moisture. 
• Protect from construction damage. 
• Protect from occupant traffic. 

 
 
PART 2 – MATERIALS AND PRODUCTS 
 
2.1 WINDOWS 
 
A. Provide windows complete with glazing as per the Scope and as specified herein. 
B. Approved windows: 



Manufacturer      Model 
• Alside Supply Center     Excalibur Window 
• Amcraft       Grand Horizons EP 
• Norandex/Reynolds     American Classic-3000 Series 
• Richards Building Supply    Architect’s Select/Survivor 
• Silverline      9500 Series 
• nlimited Inc.      2100 Series 
• Other * 

* If the Contractor’s bid includes the installation of windows other than listed above, it is the Contractor’s 
responsibility to submit to the Agency all window manufacturer data necessary to prove that the alternate 
window meets or exceeds the specifications and quality of the above listed windows.  The Agency and the 
Inspector shall reserve the right to make the final determination as to whether the alternate window is approved 
for use. 
 
PART 3 – CONSTRUCTION AND INSTALLATION 
 
3.1 PRECONSTRUCTION AND PREPARATION 
 
A. Examine and verify that job conditions are satisfactory for speedy and acceptable work. 

• Verify that weather conditions are acceptable for window replacement. 
• Properly measure window openings per window manufacturer’s recommendations.  
• Verify that delivered windows are of correct size and type prior to removing existing windows. 

B. Removal of existing window: 
• Prior to removal, containment measure shall be in place as described in Section 01800 Lead Dust 

Hazards.  
• All debris created shall be properly disposed of by the Contractor in accordance with Section 01810 

Lead Dust Hazards and as stated herein. 
• Contractor shall take all necessary precautions to minimize damage to surrounding surfaces during 

removal. 
• Carefully remove interior stops and if in good condition Contractor may reuse stops.  If the interior 

stops are missing, damaged, broken, etc.  Contractor shall install new interior stops. 
• Remove lower sash, parting stop and upper sash from window unit and properly discard. 
• Remove to bare wood all paint from windowsill taking all necessary precautions to minimize damage to 

sill and surrounding surfaces.  This includes the inside edge of the windowsill where the windowsill 
meets the lower sash. 

• Remove to bare wood all paint from the exterior (blind) window stops and exposed exterior sill or trough.  
An alternative option is to remove loose paint from blind stop and wrap blind stop with aluminum or 
vinyl. 

• After the paint removal work is complete remove the storm window and properly dispose.  Owner is 
allowed to keep removed storm windows.  However, if the removed storm window is painted it must be 
sealed by the Contractor in a 6 mil plastic bag. 

• The Contractor at the Contractor’s expense shall repair any surfaces damaged during removal. 
• The Contractor shall make any necessary repairs to the window opening including replacing defective 

framing members, leveling or squaring, installing insulation, or installing blocking and shims. 
 
3.2 INSTALLATION 
 
A. Installing windows: 

• Install and tightly secure frame braces and anchors. 
• Install sash free of bends, warps, and dents. 
• Protect window frames and other parts from damage during installation process. 
• Install fiberglass insulation in openings and cavities around window. 
• Install all necessary window jambs, stops, casings or other trim material as necessary for a finished 

installation. 
• Place windows into opening without forcing. 
• Repaint or refinish windowsill, exterior blind stop, and any other bare wood surfaces. If the exterior 

window trim is wrapped with aluminum or vinyl, the exterior blind stops shall be also be wrapped in 
matching or similar material. 



• Prepare weep holes adequate in size and spacing. 
• Keep weep holes clean. 
• Install windows that are weathertight and that allow no air infiltration. 
• Install ventilator hardware to operate easily and without sticking. 
• Use closures that are uniform and tight when units are closed and locked. 
• Install operable windows that open and close smoothly, without rattling or sticking.  
• After window is properly installed, caulk around window perimeter (per manufacturer’s instructions) 

using a good quality silicone sealant. 
 
3.3 INSPECTION, REPAIR, AND TOUCH-UP 
 
A. After installation, inspect all windows and frames to find and repair damaged surfaces. 

• Repair or replace any damaged materials as directed by Inspector. 
• Repair or replace any other materials damaged during installation. 
• Make undetectable repairs before applying final finish. 
• Repair or replace any related damaged or non-complying materials. 
• Repair or replace windows that do not open freely and smoothly. 
• Any costs for replacing windows for non-compliance will be paid by the Contractor. 

B. Final window mounts: 
• Square 
• Smooth operating. 
C. Protection and repair: 
• Make undetectable repairs to damaged materials or finishes. 
• Touch up damaged shop coats before final painting. 
• Keep hardware clean. 
• After installation clean windows thoroughly per Section 01800 Lead Dust Hazards. 
• Do not use petroleum based cleaning materials on window glass or vinyl window components. 

 
 
END OF SECTION – 08600 WINDOWS 
 


